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E-RIALENE C 07 HH

RIALTI S.p.A. - Polypropylene Copolymer

General Information
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Product Description
Polypropylene copolymer compound obtained by industrial scraps.
Flowability for injection moulding, available only in black version.

General
Material Status « Experimental: Active
Availability « Africa & Middle East » Europe
Recycled Content « Post-Industrial (PIR)/Pre-Consumer, 70%

Features « Good Impact Resistance » Good Stiffness
Uses « Automotive Applications « Industrial Parts
Appearance « Black
Forms « Granules

ASTM & ISO Properties '

Physical Nominal Value Unit Test Method
Density 0.920 g/cm?® 1ISO 1183
Melt Mass-Flow Rate (MFR) (230°C/2.16 kg) 10 g/10 min 1ISO 1133

Mechanical Nominal Value Unit Test Method
Tensile Modulus 1100 MPa ISO 527-1/1
Tensile Stress (Yield) 25.0 MPa 1ISO 527-2/50
Tensile Stress (Break) 11.0 MPa 1ISO 527-2/50
Tensile Strain (Yield) 12 % 1ISO 527-2/50
Tensile Strain (Break) 100 % ISO 527-2/50
Flexural Modulus 2 (23°C) 1100 MPa 1ISO 178
Flexural Stress (23°C) 32.0 MPa ISO 178

Impact Nominal Value Unit Test Method
Charpy Unnotched Impact Strength (23°C) No Break 1ISO 179
Notched Izod Impact Strength (23°C) 9.0 kJ/m? 1ISO 180/1A

Thermal Nominal Value Unit Test Method
Deflection Temperature Under Load ISO 75-2/Af

1.8 MPa, Unannealed 60.0 °C
Vicat Softening Temperature 75.0 °C I1ISO 306/B50
Accelerated Oven Ageing (150°C) 400 hr ISO 4577

Flammability Nominal Value Unit Test Method

Flame Rating (3.0 mm) HB UL 94
Processing Information

Injection Nominal Value Unit
Drying Temperature 80 °C
Drying Time 2.0 hr
Processing (Melt) Temp 180to0 200 °C
Mold Temperature 30to40 °C
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Notes
1 Typical properties: these are not to be construed as specifications.

22.0 mm/min
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